
Catalogue WEICON 47

Chemical resistance of WEICON Repair Sticks after curing*

Epoxy Resin Systems

Repair Sticks
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Acetic acid dilute < 5% + Hydrocarbons, aliphatic (crude oil derivatives) +

Acetone 0 Hydrocarbons, aromatic (benzene, toluene, xylene) -

Alkalis (basic materials) + Hydrochloric acid < 10% +

Amyl acetate + Hydrochloric acid 10 - 20% +

Amyl alcohols + Hydrofluoric acid dilute 0

Anhydrous ammonia 25% + Hydrogen peroxide < 30% (hydrogen superoxide) +

Barium hydroxide + Impregnating oils +

Butyl acetate + Magnesium hydroxide +

Butyl alcohol + Maleic acid (cis-butenedioic acid) +

Calcium hydroxide (slaked lime) + Methanol (methyl alcohol) < 85% 0

Carbolic acid (phenol) - Milk of lime +

Carbon disulphide + Naphthalene -

Carbon tetrachloride (tetrachloromethane) + Naphthene -

Caustic potash solution + Nitric acid < 5% 0

Chlorinated water + Oils, minerals +

Chloroacetic acid - Oils, vegetable and animal +

Chloroform (trichloromethane) 0 Oxalic acid < 25% (ethanedioic acid) +

Chlorosulphonic acid - Paraffin +

Chromic acid + Perchloroethylene 0

Chroming baths + Petrol (92 - 100 octane) +

Creosote oil - Phosphoric acid < 5% +

Cresylic acid - Phthalic acid, phthalic acid anhydride +

Crude oil + Potassium carbonate (potash solution) +

Crude oil and crude oil products + Potassium hydroxide (caustic potash) 0 - 20% +

Diesel fuel oil + Soda lye +

Ethanol < 85% (ethyl alcohol) 0 Sodium bicarbonate (sodium hydrogen carbonate) +

Ethyl alcohol 0 Sodium carbonate (soda) +

Ethyl benzole - Sodium chloride (cooking salt) +

Ethyl ether + Sodium hydroxide < 20% (caustic soda) 0

Exhaust gases + Sulphur dioxide +

Formic acid > 10% - Sulphuric acid < 5% 0

Glycerine (trihydroxypropane) + Tannic acid dilute < 7% +

Glycol 0 Tetralin (tetrahydronaphthalene) 0

Grease, oils and waxes + Toluene -

Heating oil, diesel + Trichloroethylene 0

Humic acid + Turpentine substitute (white spirit) +

Hydrobromic acid < 10% + Xylene -

+ = resistant          0 = resistant for a limited time          - = not resistant                  *Storage of all WEICON Epoxy Adhesives was at +20°C/+68°F chemical temperature


